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2" insulated NOTES:
bushing I—
1. Telephone demarcation cabinet shall be furnished with mounting
1" Insulated boards, outlet boxes, circuit breakers and outlet plates. Dimensions
bushing are nominal.

2. Telephone demarcation cabinet shall be installed with the back
toward the nearest lane of traffic.

€ Cabinet TERMINATION CABINET NOTES: 3. All conduits shall be bonded to the enclosure.
r/}\—fs}? 1. Mount cabinet T 6 cabinet pedestal 4. In unpaved areas, the top of foundation for the telephone
ount capbinet on Type G cabinet pedestal. demarcation cabinet shall be 6" above surrounding grade.
SECTION A-A See ES-3C. emarcation cabine © ove surrounding grode
f f 5. 1In sidewalks and other paved areas, top of foundation for the
TOP 2. Use Type G cabinet foundation. telephone demarcation cabinet shoH’ be level with finished
grade.
6. The steel pedestal, base plate, bolt circle and foundation for the
telephone demarcation cabinet shall be the same as that shown for
ﬂwgefcg@ecr‘oiﬂhe ;G:j%oci WhG’SBD X 17-0" (W x H x D) a Type 1-C Standard. Pedestal shall be 2'-1" to 2'-6" in length.
0.080" minimum thickness Anchor bolts required shall be %" @ x 1°-6" with a 2" - 90°
bend. Four bolts required per cabinet.
7. Telephone demarcation cabinet shall be provided with a slip fitter
to permit mounting on 4Y;" outside diameter pedestal. Slip fitter
15 A, 1P, CB shall be bolted to bottom of cabinet.
in Junc‘r\on box
(Note 9)

8. Telephone interconnect conductors shall be enclosed in a ¥"C or
larger conduit through the foundation. Type 4 conduit shall

N be used to separate telephone and power conductors in cabinets

and pedestals.

[-— "NON-GFCI"
duplex outlet

—©

—— GFCI duplex

‘ 9. Install circuit breaker inside the junction box. The circuit breaker
receptacle outlet ‘

should be operated externally without opening the junction cover.
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Label "GFCI" ‘ ©
\
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@ Back mounting board 4 - ¥" (length) wood screws
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000000000000 &}/H Shelf supports (2) 4 - ¥" (length) wood screws
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®/v\—‘ © Junction box duplex outlet to backboard 4 - Yp" (length) wood screws
Bottom shelf
/® [ Type 4 conduit /@ @

Grounding lug

@ Terminal block, 12 positions 4 - ¥3" (length) wood screws
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